
1000 Gallon Sewage Holding Tank
Instruction Manual

SPECIFICATIONS:
Power Requirements: 15 Amp 120 V Single Phase

LOADING/UNLOADING:
• 1000 Lb D rings are provided on all 4 corners, for lifting of tanks (empty)
• Tanks can also be lifted and moved with forks under skid. (with tank empty)
• Tow hooks are provided on the skid for dragging of unit.

OPERATION:
• Place and level tank.
• Install drainage connection

• Plug in GFI cord end to a 120V 15A circuit (or remove tank GFI end kit and hardwire in to a
circuit protected with and equipment rated GFI breaker )

• Push test button on tank alarm to verify operation
• Verify light on GFI cord end is illuminated

• As the liquid level in the tank rises, the high level float tilts closing the switch, actuating the high
level alarm (at approximately 75% capacity or 750 gals)

PUMP OUT:
• A female thread and knife valve is provided on both sides of the tank labeled pump out
• A vacuum truck is connected to the cam lock
• Open the knife valve and commence pumping
• Once the tank is pumped out, close knife valve and disconnect vacuum truck

HEAT TRACING:
• Unit is lined with 6w/ft heat trace to prevent freezing of sewage.

DISCONNECTION:
• Unit and piping must be completely drained before moving.
• Power and drainage must be disconnected after unit is drained.

MAINTENANCE:
All maintenance below is recommended monthly

• Test high level alarm via the alarm test button
• Test GFI cord end via the GFI TEST/ RESET button
• Verify heat trace is operating by feel where it enters the tank
• Visual inspection around the perimeter for damage
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Dims
170.5”(L) x 93.25”(W) x 28”(H)
1200 lbs


